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COMMERCIAL BRANDS

TECHNICAL SPECIFICATIONS
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Outputs/protocols USB 3.0, IP (H.264) RTMP or RTSP format

Aspect ratio USB: 16:9 (all resolutions)
IP (H.264) Streaming: 16:9, 3:2 and 4:3

USB 3.0 (UVC) resolutions/frame rates 1080p down to 180p at 60/30/15; automatically negotiated

Streaming resolutions/frame rates Simultaneous IP (RTSP or RTMP format with H.264 compression) up to 1080p down to 180p 1080p at 30/25/15; 
others 60/30/25/15

Image device 1/1.9 Type CMOS Sensor

Pixels 2.12 million

Lens/Zoom 125° at 1x zoom with no video dewarp; 110° at 1x zoom with full video dewarp

Min. working distance 250 mm

Min. illumination 100+ lux recommended

Backlight compensation On / off

White balance Auto / Manual

S/N ratio More than 50 dB

Power PoE+

Remote management BLE Remote, web interface, Telnet 

Presets Custom Home

Invertible No

Warranty 2 years. Option for purchasing additional 3 years
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Microphone Input 2-channel, 16-bit, 16 kHz sample rate

EasyMic Port RJ-45, 12V, bidirectional

IP Streaming 2-channel (PCM), 16-bit resolution, 48 kHz sample rate

USB Streaming Record/Playback 2-channel (UAC), 16-bit resolution, 48 kHz sample rate

Speaker Output 2-channel (stereo), 16-bit, 48 KHz sample rate, 120-20000 Hz
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Operating Systems Supporting Operating Systems
- Windows 7, 8.1, 10
- MacOS 10.12, 10.13, 10.14

Audio and Video device drivers Support for standard audio and video device drivers
- UAC 1.0 Audio
- UVC 1.1/1.5 Video
- HID 1.11
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Weight 5.25 lbs. (2.38 kg)

Height 4.12 in. (10.5 cm)

Width 24.0 in. (61 cm)

Depth 3.7 in. (9.4 cm)

Operating/storage temperature 0°C to +40°C (32°F to 104°F)

Operating/storage humidity 20% to 80% RH, non-condensing

Country of Origin United States of America

Specifications are subject to change without notice.


